MATERIAL_SAFETY_DATA_SHEET

MANUFACTURER'S NAME:




EMERGENCY TELEPHONE NO:

Coeur d'Alene Fiber Fuel



(208)765-0608


DATE OF PREPARATION:
5/15/92 NO Change 11/17/06
INFORMATION TELEPHONE NO:
same

SECTION 1 - PRODUCT IDENTIFICATION

PRODUCT NUMBER:


PRODUCT NAME:
Wood pellets

PRODUCT CLASS:
Consumer grade

SECTION 2 - HAZARDOUS INGREDIENTS

OCCUPATIONAL EXPOSURE LIMITS

INGREDIENT
PERCENT

ACGIH


ACGIH


OSHA

(% Wt)

TLV-TWA

STEL


PEL
Saw dust


100%

5 mg/cu.m

10 mg/cu.m

5 mg/cu.m for












respirable dust

SECTION 3 - PHYSICAL DATA

APPEARANCE AND ODOR:

Light yellow to buff-colored granular and fine shaving compressed into solid pellets. Odor is dependent on the wood source and the amount of aging.

MOLECULAR WEIGHT:

Not Applicable

BOILING POINT (DEGREES FAHRENHEIT):

Not Applicable

MELTING POINT (DEGREES FAHRENHEIT):

Not Applicable

VAPOR PRESSURE (mm of MERCURY):

Not applicable

SPECIFIC GRAVITY (water=l):

<1

PERCENT VOLATILE (by weight):

Not Applicable

pH:

Not Applicable

SOLUBILITY IN WATER:

Insoluble

2

SECTION 4 - FIRE AND EXPLOSION HAZARD DATA

FLAMMABILITY CLASSIFICATION:

LEL and UEL varies by wood

EXTINGUISHING MEDIA:

Water Spray

UNUSUAL FIRE AND EXPLOSION HAZARDS:

Wood pellets do not present an explosion hazard. Excessive wood dust created by handling the wood pellets may present an explosion if a dust cloud contacts an ignition source. Wood pellets or wood dust may also smolder for extended periods of time before ignition takes place.

SECTION 5 - HEALTH HAZARD DATA

EFFECTS OF OVEREXPOSURE:

Exposure to wood pellets should not present a health hazard. Excessive wood dust from handling wood pellets may produce allergenic responses in a few sensitive individuals. Overexposure of wood dust may cause skin/ eye and upper respiratory tract irritation along with allergenic responses and asthma.

MEDICAL CONDITIONS PRONE TO AGGRAVATION BY EXPOSURE:

If an allergy/ such as dermatitis, asthma, or bronchitis develops/ it may be necessary to remove a sensitive worker from further exposure to wood dust.

EMERGENCY AND FIRST AID PROCEDURES (wood dust only):

INHALATION:
Remove to fresh air. If persistent irritation, severe coughing/ breathing difficulties, or rash occur, get medical advice before returning to work with wood dust.

EYE CONTACT:
Plush with water to remove dust particles from the eye. If irritation persists, get medical attention.

SKIN CONTACT:
If a rash, or persistent irritation or dermatitis occur, get medical advice before returning to work where wood dust is present.
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SECTION 6 - SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION:

No protection required handling pellets unless there is excessive dust associated. Use approved dust respirator.

PROTECTIVE GLOVES:

Recommended to reduce skin contact.

OTHER PROTECTIVE EQUIPMENT:

No special clothing required unless excessive dust is associated with handling. Use clean body-covering work clothing.

VENTILATION:

Whenever possible/ local exhaust ventilation should be used to meet TLV requirements.

HYGIENIC PRACTICES:

Follow good hygienic practices.

SECTION 7 - REACTIVITY DATA

STABILITY:

( ) UNSTABLE

(*) STABLE

HAZARDOUS POLYMERIZATION:

( ) MAY OCCUR

(*) WILL NOT OCCUR

HAZARDOUS DECOMPOSITION PRODUCTS:

Thermal-oxidative degradation of wood produces irritating and toxic fumes and gases, including CO, aldehydes and organic acids.

CONDITIONS TO AVOID:

Wood pellets and dust are combustible. Keep in a cool, dry place away from ignition sources.

Wood pellets will return to saw dust when exposed to moisture and will not burn efficiently.
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SECTION 8 - SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED:
Sweep up or vacuum up spills for recovery or disposal. A dust respirator may be required during clean up.

WASTE DISPOSAL:

Dispose in a sanitary landfill or incinerate.

Substance is biodegradable.

SECTION 9 - SAFE HANDLING AND STORAGE INFORMATION

Follow good housekeeping practices; cleanup areas where pellet dust settles to avoid excessive accumulation of this material.

Avoid hot, humid storage or contact with drying oils.

Partially burned or scorched wood pellets can be hazardous to store.

IMPORTANT:  The information and data herein is believed to be accurate and has been compiled from sources believed to be reliable. It is offered for consideration/ investigation and verification. NO WARRANTY OF ANY KIND/ EXPRESS OR IMPLIED IS MADE CONCERNING THE ACCURACY OR COMPLETENESS OF THE INFORMATION AND DATA HEREIN. Source will not be liable for claims relating to any party's use of or reliance on information and data contained herein regardless of whether it is claimed that the information and data are inaccurate/ incomplete or otherwise misleading.

